Miondo

HIGH SPIRITED & HIGH TECHNOLOGY

Most suitable for low-volume
production or laboratories use
Possible to manufacture in various
sizes

Thickness | 0.1-3.0mm(£0.01mm)
Width 15-100mm(x0.5mm)
Length Please contact us for your requirements

Even thinner than conventional
products

Best consideration of next
generation lithium batteries

Thickness | 0.02-0.09mm(£0.005mm)
Width 30-55mm(£0.5mm)
Length Please contact us for your requirements

Used for Lithium ion capacitors,
micro medical devices,etc

Substrate | Copper foil, SUS foil/Single side or both sides
Thick_ness Possible to manufacture in various sizes

& width

Length Please contact us for your requirements

Most suitable for low-volume
production or laboratories use
Possible to manufacture in various
sizes

Please contact us for the composition
details

Thickness | 0.1-3.0mm(£0.01mm)
Width 15-100mm(=0.5mm)
Length Please contact us for your requirements

Available in requisite amount

Th|ck_ness Possible to manufacture in various sizes
& width
Length Please contact us for your requirements

Punching operation is unnecessary
during experiments with this
product

Available in requisite amount

Thickness

0.02-3mm(£0.0 Tmm)

Diameter

4-21mm etc.

Available in requisite amount

ThICk.neSS Possible to manufacture in various sizes
& width
Length Please contact us for your requirements

For a diversity of uses such as
chemical catalyst,etc

Diameter

1-13mm

Length

Please contact us for your requirements
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